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LAMP SELECTION
6 Volts 12 Volts

PAR36 - Large head

Sealed beam quartz halogen 08Q, 12Q, 20Q 8Q, 1Q, 30Q, 35Q, 55Q

Sealed beam tungsten 8Q, 9Q, 12Q, 18Q, 30Q 12Q, 18Q, 25Q

DESCRIPTION

The R series of industrial rubber PAR36 remotes is ideal for washdown and 
high humidity applications. The one piece molded rubber housing holds 
the sealed beam lamp securely in place and will not rust or rot. The fully 
adjustable heads both tilt and swivel and are lockable. The standard die 
cast canopy is designed to mount directly to typical electrical junction boxes. 
Available in 6V and 12V models, utilizing sealed beam lamps.

MECHANICAL

• Molded, one piece rubber housing
• Fully adjustable - both tilt and swivel
• 5" diameter die cast aluminum canopy standard
•  Canopy mounting holes designed to match standard electrical 

junction boxes
• Black color is standard
• PAR36 sealed beam lamps ideal for washdown areas

DIMENSIONS

R Series
 
PAR36 LARGE REMOTE
Rubber Housing
Single or Double
 6V & 12V Lamps in Quartz & Tungsten

ORDERING GUIDE

R BK

Series Number of heads Voltage Lamp type Color Options†

R 1 - Single head
2 - Double head

06 - 6VDC
12 - 12VDC

See lamp selection  
chart below

BK - Black LCP, TP, WG, PG, TFC

† For detailed options descriptions, please consult the options page.
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Approvals: 
CSA Certified to C22.2 #141.15

Project:

Contractor:


	Text Field 4016: 
	Text Field 4015: 
	Text Field 4014: 
	Text Field 4011: 
	Text Field 207: 
	Page 1: 

	Text Field 2014: 
	Page 1: 



